[image: image1.wmf]October 2, 2019
Mr. William Noble, Facilities/Technology Director   
BREATHITT COUNTY SCHOOLS 
RE: STAGE CURTAINS  
Dear Mr. Noble:

Thank you for the opportunity of providing a quote for this project. We are pleased to provide our quotation as follows:

FRONT CURTAIN: We agree to furnish a front curtain to be made in two sections of inherently flame resistant 22 oz Velour.   Curtains are to be box-pleated to 50 percent fullness and reinforced at the top on heavy-duty flame resistant 3 inch polypropylene webbing with #3 brass grommets and #9 "S" hooks 12 inches on center for attaching curtains to track.  Curtains are to have 6 inch side hems and 5 inch bottom hems with zinc-plated #8 jack chain weight encased in a separate pocket and sewed inside the bottom hem in such a manner as to hold the chain weight approximately 2 inches above the bottom fold of the curtain. 

FRONT TRACK:  Front track to be Automatic Devices Company model 170 track complete with all required hardware for bi-parting cord operation. 

VALANCE:  We agree to furnish a valance of the same material and construction as the above front curtain with the exception that the side hems are to be 2 inches, the bottom hem 3 inches and the chain weight omitted. 

VALANCE WOOD; We agree to provide a valance board at the proscenium for attaching valance curtain. 

CYCLORAMA CURTAINS: We agree to furnish cyclorama curtains to be made of inherently flame resistant 15oz Velour pleated to 50 percent fullness reinforced at the top on heavy flame resistant 3 inch polypropylene webbing with #3 brass grommets and #9 "S" hooks 12 inches on center for attaching curtains to track.  Curtains are to have 2 inch side hems and 5 inch bottom hems with zinc-plated #8 jack chain weight encased in a separate pocket and sewed inside the bottom hem in such a manner as to hold the chain weight approximately 2 inches above the bottom fold of the curtains. Cyclorama curtains are to consist of a rear curtain in two sections, side curtains in four sections and three overhead borders.

SIDE CURTAIN TRACKS:  Side curtain tracks to be Automatic Devices Company model 170 track complete with all required hardware for walk draw operation.

REAR TRACK:  Rear track to be Automatic Devices Company model 170 track complete with all required hardware for bi-parting cord operation.
BORDER CURTAIN PIPE BATTENS:  Border curtain pipe battens to be 1-1/2” schedule 40 pipe with internal splices. 

We agree to furnish and install all above curtains, tracks and hardware including all required supports for the total sum of … $18,573.00.

If you have any question or would like additional information, please let us know. We will assure you of a first-class job in every respect.

Cordially, 

BECK STUDIOS, INC. 

Dan L. Ilhardt

President                                    
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